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Ref. No. Revision Date Sign.
Motor Type | D=Shaft Dia.*| L=Lenght** |L=Lenght** |P55+* | Tolerance +0/-0.013 mm and +0/-0.0005" 10 |Release 180707 | PCR
[mm]/[inch] [mm]/[inch] [mm]/[inch] Tolerance +/-_2.0 mm and +/-0.079
***Motortype with projection class IP55
MIS231 6.35/0.25 98.0/3.86 99.2/3.91 ’
MIS232 6.35/0.25 119.0/4.68 120.2/4.73 \'/
MIS234 10.00/0.39 156.0/6.14 157.2/6.42 & /
N/
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IP55 56.2 [2.22] 6\(0
18[0.71]  With JVL cable P/N NEMA 23 FLANGE
5 Pin M12 Male 8 Pin M12 Female 8 Pin M12 Female =] WI000-M12M8TxxN
8-P Female 60 to 80 [2.36 to 3.15]
on motor
PWR m
8-P Male
41.5[1.63]
Front view Front view Front view
Measurers: mm [inches]
M12 5 pin Color Description M12 8 pin Color Description M12 8 pin Color Description Scale JVL Industri Elektronik A/S. o
male (note 1) | PWR Female (note 1) | 105-8 Female (note 1) | 101-4 RS485 reerstonntieten :
1 Brown | P+ (12-48 VDC) 1 White [ 105 1 White | 101 1:1 A Y . —
2 White | P+ (12-48 VDC) 2 Brown | 106 2 Brown |102 ] VAV [ oeomosmens omman p=
3 Blue P- 3 Green |107 3 Green 103 A3 Industri Elektronik o Dol o
4 Black CVI (12-28 VDC) 4 Yellow | GND IO- 4 Yellow | GND IO- - g
5 Grey |P- 5 Grey |- 5 Grey | B+ (RS485) prawnby | PCR QuickStep motor .
i - i - ate 280607 —_
6 Pink 6 Pink | A- (RS485) o Integrated controller o
Note 1: Cable colours when JVL cable type 7 Blue 108 7 Blue 104 Checked BVJ o
WI1000-M12M5TxxN is used 8 Red | CVO (out) 8 Red | CVO (out) rowoved | BVJ MIS23xAXM4xX75xxx o
Note 1: Cable colours when JVL cable type Note 1: Cable colours when JVL cable type —1 /AR Draw No.
WI1000-M12F8TxxN is used WI1000-M12F8TxxN is used — \\W LT0091 -1 OG B
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