| K

Ref. No. Revision Date Sign.
V-11 [ Adjusted 021209| PCR
N Y 1 O O
g
1]0.08[A]  [Olzo.og A N
<
— [}
B e
o
[ o
/ =
1 o — =
| ©
N~ [s2]
@ o
= o
o o
Yo}
A
° 63 [2.48] 224 [8.82] MAX 224.5 [8.84] 30[1.18]
S
o4
S
ANA.
0% 84.3[3.32] 139.7 [5.50] 31[0.12]
g
39.6 [1.56]
©
—— ..m,
) O 2
o
3
o) O
(2]
e
o
7] 0.01 8
w
251[0.98]
Different connection possibilities, depending on the choice of Expanding module: Power and external brake connection:
60.8 [2.39] 44.48 [1.75]
With JVL cable P/N
WI1000-M12M8TxxN 18 [0.71] 46 [1.81] , 9.5[0.37] 7 ‘
Measurers: mm [inches]
60 to 80 [2.36 to 3.15] 19 [0.75] YR
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8-P Male 1= _ Dravn by Mw_wow MAC 400-D5 AC Servo motofj @
. . < pate with integrated driver.
41.5[1.63] 8-P Female With standard JVL cable With standard JVL cable = Checked
on motor and cable glands with 9-pol Sub-D 3 Approved 400 W 1.28 Nm/3000 RPM
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